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CHAIN ACTUATORS

RADIO CONTROL FOR VARIA SLIM RADIO

Functions
The radio control allows remote opening and closing of the Varia Slim Radio chain actuator art. 
07888.

Technical Features
The product is a transmitter for radio remote control of a VARIA SLIM RADIO 
chain actuator art. 07888.
It has 30 direct rolling code 433.92 MHz radio transmission channels with 
resolution greater than 18 billion possible combinations.
A single radio control can be used to control multiple VARIA SLIM RADIO 
actuators.
LCD display.
Maximum transmission range of 50 m with batteries fully charged.
Requires two 1.5 V AAA batteries.

Materials
White ABS
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Technical data

Model Radio Control code 07892
Type Multichannel radio control with microprocessor
Number of transmission channels 30
Transmission frequency 433,92 MHz
Modulation ASK
Power supply voltage 2 x 1.5V batteries – type AAA
Operating voltage 1,8V ÷ 3,3V
Estimated battery life > 2 years with average usage of 1 minute/day
Screen LCD (liquid crystal)
Information displayed 2 digits (selected channel)
Information displayed Battery charge status
Information displayed transmission status
Information displayed Letters for specific functions
Screen size 18.5x13.5 mm
Coding HCS301
Independent codes >18 x 10^18 “combinations”
Power absorption in stand-by < 1µa
Power absorption in transmission < 20 mA
Keypad Operation control (UP Arrow, DOWN Arrow, STOP)
Keypad 2 Function keys (F1, F2)
Keypad 1 Memory key (M)
Keypad 1 Channel key (CH)
Transmission range 50 m (with fully charged batteries)

Normative references Approved in accordance with the R&TTE Directive 1999/5/EC - Directive 1999/5 / EC of the European 
parliament and council of 9 March 1999

Dimensions 145 x 38,5 x 22,5 mm
Weight 76 g

Item code Description Note
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07892 REMOTE CONTROL - RC X 1


