
X

NODI TIPO
Nodi tipo

NODI TIPO BATTENTE C

≥3.5

18

14

22 3.5÷4

20

15

1.8÷2

4.
5

5
11
.5

3
3

6

≤10

R≥2

C001

22
.5

2 20

15

3 4.
5

11
.5

5

18

14

≥5.5

3.5

3

6.
5

≤10 C004

27

8

≥3

14 (2
4)

5

13.5 18

1813.5

3.
5

3.
5

5

15

15

5

8

C007

8

15

20

12
4.

5
4.

5

3

10≥3.5

3

15

2010

24

7.
5

≥
12
.5

2.7
5

C010

≥3.5

16.8

13.5

15

202

22 3÷3.25

11
.5

4.
5

5

3

2.
5

≤
1.
3

6

R≥2

≤10 C002
22

≥3.5

15

12

20

15

2

2.85÷3
11
.5

4.
5

5

3
3÷
3.
5

6

R≥2

≤10 C005

27

8

≥3

14 (2
4)

5

13.5 23

2313.5

3.
5

3.
5

5

20

20

5

8

C008

11
.5

4.
5

5

3
3.

2

15

20

4

14
18

2
3.5

16

2.
5

1.9

17
.5

6

≥5

15 C011

≥3.5

22

201.5÷1.8

15

4÷4.3

14.5

10

11
.5

3
3.
5

4.
5

5

6

R≥2

≤10 C003

≥3.5

15

12

22

1.5 20

15

3 4.
5

12
4.
53

3.15.
5

≤10

R≥2

C006

(2
4)

≥3.5

≤8.5

2.5

15
20

15
4.
5

4.
5

3.
1

3.
1

26

10.75

20
15

3.
6

7

7.25

C009

6

3.5

14

17.7

3

5

15

20

11
.5

3 4.
5

2

22

≥5

10 C012



XI

NODI TIPO

NODI TIPO BATTENTE C

11
.5

4.
5

5

3
3

3.5÷4

15

20

14

18

1.8÷2

22

≥3.5 

7

≥
5.

2

≥
11

.2

C013

11
.5

4.
5

5

3
3

15

20

14

18

1.8÷2

22

≥3.5 

≥
11

.2

≤10

3.5÷4

6

R≥2

C016

11
.5

4.
5

5

3
2.

5

15
202

3.1

13.5
16.8

22

5.
5

≥3.5

7
≥
11
.5

C014

11
.5

4.
5

5

3
2.

5

15
202

3.1

13.5
16.8

22

≥3.5

≤10

≥
11
.5 6

R≥2

C017

3.5÷422

14
18.1÷18.4

11
.5

4.
5

5

3÷
3.

2
3

15

201.9÷2

3.9÷4

≥
11
.2

8

6

C015

Per l’esatta corrispondenza serie/codice consultare il catalogo on-line.
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